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MB JOB SITE

MB CruShEr Bucket MB-L

MB-L160 MB-L200 MB-C50 BF 60.1 BF 70.2 BF 90.3 BF 120.4 BF 150.10

MB-S10 MB-S14 MB-S18 MB-S23

Available in 4 different sizes and weights, the MB-S 
Screening Attachments are compatible with all excavators. 
MB Screening Buckets are perfect for selecting natural 
materials, in both pre-and-post-crushing phases, reducing 
crushing costs up to 60%!

the line is completed by specific accessories capable of 
improving the performances of the MB Screening Bucket, 
the universal quick coupling, available in mechanical or 
hydraulic version.

rEGAIN DEMOLITION MATErIALS AND PrOCESS ThEM QuICKLY AND EFFICIENTLY 

SkID LOADeR RecOMMeNDeD (lbs) ≥ 7,700 ≥ 9,900 - - - - - -

BAckHOe LOADeR RecOMMeNDeD / LOADeR RecOMMeNDeD (lbs) 15,400 to 22,000 15,400 to 22,000 - - - - - -

RecOMMeNDeD eXcAVAtOR (lbs) - - ≥ 8,800  ≥ 19,800 ≥ 33,000 ≥ 50,700 ≥ 68,300 ≥ 154,000

LOAD cAPAcItY (cY) 11 17.5 0.33 0.65 0.75 1.05 1.30 3

Bucket LOADING OPeNING (in) W 47" x H 11" W 47" x H 12"  W 21" x H 11" W 24" x H 18" W 28" x H 21.5" W 35" x H 21" W 47" x H 18" W 59" x H 30"

cRuSHeR OutPut ADJuStMeNt (in) 0.5" to 2.0" 0.5" to 2.0" 0.6" to 2.7" 1" to 4" 1" to 5" 1" to 5" 1" to 5" ≥ 3.9" ≤ 8"

WeIGHt (lbs) 3,000 3,420 1,650 3,300 5,500 7,700 10,800 22,800

DIMeNSIONS (in) 64" x 46"  H 32" 80" x 53"  H 32" 48 ½" x 39 ½"  H 31 ½" 41 ¼" x 71"  H 47 ¼" 42 ½" x 82"  H 49 ¼" 53" x 84 ½"  H 56 ½" 65" x 84 ½"  H 57" 122" x 82"  H 80 ½"

MAxIMuM PrODuCTION
19.6 CY/h*

50,960 lb/h*

27.5 CY/h*

71,500 lb/h*

 6.5 CY/h*

16,530 lb/h*

25.9 CY/h*

65,500 lb/h*

39.2 CY/h*

99,200 lb/h*

52.3 CY/h*

132,300 lb/h*

65.4 CY/h*

165,400 lb/h*

158.0 CY/h*

529,100 lb/h*

Available in 8 models, MB crushing attachments offer the most advanced, innovative solutions to work site crushing 
requirement. Attachable to any excavator, MB's equipment has radically changed the crushing sector.

First of its kind on the market, MB crusher Buckets remain leaders in on-site crushing, reducing the use of mechanical 
equipment, limiting personnel needs, and virtually eliminating transportation and dumping costs.

Moreover, specific accessories that can expand the usability of the crusher Bucket are available: the universal quick 
coupling, mechanical or hydraulic, and the exclusive iron separator, which makes it possible to easily separate rebars 
and iron parts after crushing.

hIGh PErFOrMANCES, CONCrETE ADVANTAGES

the MB-L crusher Bucket is small in size but offers 
a very high productivity, works with loaders, skid 
loaders, and backhoe loaders. easy to transport and 
available in two models, it is suitable for all job sites 
and applications, including small ones.

MB SCrEENING Bucket MB-S

RecOMMeNDeD eXcAVAtOR (lbs) ≥ 8,800 22,000 - 44,000 44,000 - 77,200 ≥ 77,200

cAPAcItY (cY) 0.78 1 2.5 5

BASket DePtH (in) 22" 35" 47" 60"

GRILLe DIAMeteR (in) 34 ½" 47" 63" 78 ¾"

WeIGHt (lbs) 980 2,425 4,078 8,267

DIMeNSIONS (in) 50" x 37"  H 38" 68"x 56"  H 55" 73" x 90 ½"  H 72 91 ¼" x 117 ¼"  H 92 ½"



APPLIcAtION FIeLDS
QUARRIES AND MINES
ENVIRONMENTAL 

REMEDIATIONS

VINEYARD DEEP-PLOWING
RECYCLING

DEMOLITIONS
ROADS CONSTRUCTION
EXCAVATIONS

MB is synonymous to a revolution in the crushing 
sector. thanks to the most complete range of specific 
complementary products, it allows radical changes to be 
made on all kinds of applications: reduction in the number 
of machinery used for various processing phases, reduction 
in personnel costs and crushing time, while guaranteeing 
high performances and excellent profits.

TrADITIONAL JOB SITE

MB JOB SITE
MB, ThE CruShING rEVOLuTION

MB CruShEr Bucket BF

MB-L160 MB-L200 MB-C50 BF 60.1 BF 70.2 BF 90.3 BF 120.4 BF 150.10

MB-S10 MB-S14 MB-S18 MB-S23

SkID LOADeR RecOMMeNDeD (lbs) ≥ 7,700 ≥ 9,900 - - - - - -

BAckHOe LOADeR RecOMMeNDeD / LOADeR RecOMMeNDeD (lbs) 15,400 to 22,000 15,400 to 22,000 - - - - - -

RecOMMeNDeD eXcAVAtOR (lbs) - - ≥ 8,800  ≥ 19,800 ≥ 33,000 ≥ 50,700 ≥ 68,300 ≥ 154,000

LOAD cAPAcItY (cY) 11 17.5 0.33 0.65 0.75 1.05 1.30 3

Bucket LOADING OPeNING (in) W 47" x H 11" W 47" x H 12"  W 21" x H 11" W 24" x H 18" W 28" x H 21.5" W 35" x H 21" W 47" x H 18" W 59" x H 30"

cRuSHeR OutPut ADJuStMeNt (in) 0.5" to 2.0" 0.5" to 2.0" 0.6" to 2.7" 1" to 4" 1" to 5" 1" to 5" 1" to 5" ≥ 3.9" ≤ 8"

WeIGHt (lbs) 3,000 3,420 1,650 3,300 5,500 7,700 10,800 22,800

DIMeNSIONS (in) 64" x 46"  H 32" 80" x 53"  H 32" 48 ½" x 39 ½"  H 31 ½" 41 ¼" x 71"  H 47 ¼" 42 ½" x 82"  H 49 ¼" 53" x 84 ½"  H 56 ½" 65" x 84 ½"  H 57" 122" x 82"  H 80 ½"

MAxIMuM PrODuCTION
19.6 CY/h*

50,960 lb/h*

27.5 CY/h*

71,500 lb/h*

 6.5 CY/h*

16,530 lb/h*

25.9 CY/h*

65,500 lb/h*

39.2 CY/h*

99,200 lb/h*

52.3 CY/h*

132,300 lb/h*

65.4 CY/h*

165,400 lb/h*

158.0 CY/h*

529,100 lb/h*

*Values calculated assuming 2600 pounds per cubic yard

MB ADVANtAGeS AND APPLIcAtIONS



1° Grand Prix
International
Exhibition of
Inventions of 

Geneva

MB GOLD 24ALWAYS RequIRe ORIGINAL SPARe PARtS
GuArANTEED
SAFETY, rELIABILITY AND LONG WOrK LIFE

MB. researCh, design,
produCtion and sale

of Crushing and
sCreening attaChments .

INNOVATION

SAVINGS
MB. eliminate transport,

Waste disposal
and Crushed material

BuY-BaCk Costs.

PrOFIT
MB. Cut doWn on Crushing times

and Costs,
and inCrease Your profits.
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We reserve the right to modify prices or make improvements to all products without notice
References to excavator weights are approximate and many may be subject to changes.

info@mbamerica.com

MB AMErICA, INC.
8730 technology Way Reno, NV 89521 - Office 775 853 1058 - Fax. 775 455 4196 - toll Free 855 MB cRuSH (855 622 7874)


